
FFI Technical Department
Ultravue LS Systems Specifications

kg. lb. kg. lb. kg. lb. mm in. mm in. mm in. mm in. mm in.
UV-W-170DL

Ultravue Window 
170DL

UV-W-170SH
Ultravue Window 

170SH
UV-WH-170SH

Ultravue Window 
170SH Heavy
UV-D-255SH

Ultravue Door             
255SH 

UV-DH-255SH
Ultravue Door             
255SH Heavy
UV-D-112SH

Ultravue Door             
112SH 

UV-DH-112SH
Ultravue Door             
112SH Heavy

3530

2032139
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2032

2032

39-3/8

39-3/8

39-3/8

168

168

168

1000

1000

1000400

880

550

880

80 4266

990

559

990

39

22

39

na

200

na

na

440

na

80

80

80

4266

4266

4266

1000 39-3/8

115 396 15-9/16

Yes No 300 660 250 550 200 440 559 22 3132 123 2032

400 880 na na 990 39

112SH                 
27.5/37.5mm

Yes Yes 450 990

Yes

Yes

Yes

Yes

No

Yes

450

300

450

990

660

990

255SH                 
27.5/37.5mm

112SH                 
27.5/37.5mm

3530

400

250

3530

3132

123 1168 46 2375 93.5330

115

170SH                 
27.5/37.5mm

255SH                 
27.5/37.5mm

139 1346 53 2922

3132 123 1346 53 2922

168

170SH                 
27.5/37.5mm

Yes No 300 660 250 550 200 440

System

559 22 3132200 440 150 330 150

Components

170DL                              
25mm

Yes No

Drive Gear       
Backset

Handle 
Height(s) using 

low track (add 

10mm, 3/8" using high track)
Minimum Maximum

Panel Width

Minimum Maximum

Panel Height

25k 50k 100k

Max. Sash Weight by Cycle Test

F & R 
Carriages

Tandem 
Carriages

400.4, 
500.4, 
800.4

15-3/4, 19-
3/4, 31-

1/2

396 15-9/16559 22
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